CORRIGENDUM

Please refer to our TENDER NOTICE published on 3rd & 4th February 2006 for purchase of Mini Air Drill with Accessories vide Tender No. TC-321/Orth/05-06/FSC. It is notified that the specification of the equipment earlier published in the Website www.AIIMS.ac.in or www.AIIMS.edu & www.tender.gov.in has been revised as follows:-

Revised Specifications of MINI AIR DRILL AND SAW UNIT - 2 Units

- Aluminium Case
- Tray
- Compressed Air Drive, Mini Air Drill has the following features:
  - Weight should be 130 g.
  - Consumption of compressed air should be 150 l/min
  - Operating Pressure between 5 to 6 bars
  - Return of exhaust air
  - Has forward operation continuously variable
- Double Air Hose for Mini Air Drill, length 2.5mm
- Adaptor for oiling Mini Air Drill
- Hose Coupling 60 degree for pivoting, for easier handling of the Mini Air Drill
- Drill attachment straight, maximum speed upto 3000 rpm
- Drill attachment 45 degrees for K-wires from approx. 0.6 to 1.6 mm
- Spiral Brush for the drill attachment of 45 degrees
- Oscillating Saw should have maximum oscillations upto 6000 oscillations/min
- Saw Blade 6 x 13 mm
- Saw Blade 8 x 18 mm
- 2-Flute drill bits, 1.1 mm length 45/33 mm
- 2-Flute drill bits, 1.5 mm length 52/40 mm
- 2-Flute drill bits, 2.0 mm length 52/40 mm
- 2-Flute drill bits, 2.0 mm length 67/55 mm
- 2-Flute drill bits, 2.7 mm length 67/55 mm
- Round Burr, 3.0 mm dia., 28/16 mm
- Round Burr, 5.0 mm dia., 45/33 mm
- Oil dispenser, containing lubricating oil which should not gum even at high temperatures

The tenderers are directed to either download the above revised specification from the website or may be collected from the Office of the Stores Officer (TC), 1st Floor, Animal House Bldg. AIIMS., New Delhi- 110 029 before submitting their tenders.

The above corrigendum is issued without prejudice to other terms & conditions.

(S.S. Bhadauria)
Stores Officer (TC)